VVALCOM

INFORMACAST ENDPOINTS

VVALCOM

LED Visual Slgns Amplifiers SIP Audio Ports

P> IP LED PoE Visual Signs

Small VL530A-IC
5" High x 30" Wide

with Speakers...........VL550A-IC

6.25" High x 33" Wide

with Speakers

and Flashing Light......VL550AF-IC
7.75" High x 33"Wide

IP Analog & Digital Clocks
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p Analog Clocks
IP PoE Analog Clocks
Wall Mount Bracket Included
12” VIP-A12A
12" Double-Sided............. VIP-A12ADS
16” VIP-AT16A
16" Double-Sided............. VIP-A16ADS

p—

e SIP Gateway

p>SIP 20W Ampllifier 25V
...................................... VIP-851-25

p>SIP 20W Ampllifier 25/70/100V
............................... VIP-851-70/100

______Strobe
&

IP Strobe ro:

15,30,75,95,110 Candella - User Selectable
+ Activate on SIP Call
» Can Activate Multiple Strobes Via Single SIP Call
« Activate on Group Audio

IPStrobe ........................ VIP-999-IC

EETTSS

IP PoE
Red LED Seven-Segment Display

N -
Numbers

p Digital Clocks Smali

Visible Over 100 Feet (33 Meters)

Hours/Minutes

2.5” VIP-D425A
2.5” Double-Sided VIP-D425ADS
Hours/Minutes/Seconds

2.5” VIP-D625A
2.5” Double-Sided.......VIP-D625ADS

Au d I 0 PO rtS (line level -10dbm)

The VIP-801-IC Networked Page Zone Extender
enables voice access to a single zone of One-Way
paging over an IP-based LAN/WAN. This allows
page zone extension anywhere on the network.

+ 1 Audio Output

« Form C Relay Closures Activates on Call

+ R J-45 for Network Connection

+« AUX Audio Input

+ SIP, UDP, Multicast

+ Local Aux Analog Input (RCA Jack)
Mutes Aux During Page

« Programmable Contact Closure Input Activation
or VOX Activation

« Programmable Relays

»1 Audio Port EEEES e

+ 1 Audio Output & Input
« 1 Contact Closure Input
« 2 Programmable Form C Relay Contacts
NETWORKED ... VIP-801A-IC

n

Numbers

p Digital Clocks Large

Visible Over 150 Feet (50 Meters)

Hours/Minutes
2.5” VIP-D440A
2.5” Double-Sided.......VIP-D440ADS

Hours/Minutes/Seconds
4.0” VIP-D640A
4.0 Double-Sided VIP-D640ADS
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Emergency EndPoints

-
‘@ InformaCast® isa Trademark of Singlewire Software.

Integral Clock/Speakers

I
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Talkback or One-Way



SIP Capable InformaCast® EndPoints

SIP Paging Speakers & Horns Valcom SIP HelpPoints

PoE (802.3af)
Audio/Aux Output to Drive Valcom Amplified Speakers
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SIP Multi-Button

P> Multi-Button Emergency/Information
Call Station

2,3 or 4 Call Programmable Call Buttons -
Emergency, General, Directions, Recorded Information

Emergency Calls Take Precedence Over All Other Calls
Convenient “Voice Operated Switch”VOX Operated
VIP-9894-IC
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Surface or Pole Mount.

Exterior Wall or Pole Mount
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S " B SIP Vandal-Resistant Parking Lots, Athletic Fields, Pathways
SIP Celllnq Speakers SIP Wall Speakers SIP Clock/Speakers Emergency Call Station > SIP Vandal-Resistant ,
" Caili 8" Square Faceplate Flush Mount + Provides High Visible Security for Emergency Call Tower
» 8 Cellmg Speaker wall Speaker >Wa" Speaker/DigitaI Clock HaIIways,TransﬂCenters, Building/Dorm . Mass Notification Broadcast
One-Way.v. e VIP-120A-1C White (aintable ousing White (paintable Housing) Entrances & Parking Decks Unique, Contemporary Style
Talkback..........VIP-160A-IC one_way‘  VIP-418AIC one_way vvvvvvvvvvv VIP-419A-D-IC Surface or Pole Mount...................\ IP-9895-1C O’;tS’I;f,ks:
> 2'x2' Lay_ln Ceiling Speaker Talkback...........VIP-428A-IC Talkback ... VIP-429A-D-IC - Fiber
w/Integral Backbox/Bridge > Wall Speaker . . . I:?E &;:(\)N\irletd
One-Way . VIP-402A-IC Gray w/Black Grille fantobe s Surface Mount Interior Call Stations " Managed
Talkback...........VIP-422A-IC OneWay  VIP-410AC Wall Speaker/Digital Clock (¢ P> SIPVandal-Resistant Headend Switch
European 600mm x 600mm Version: Talkback.. ... VIP-430A-IC Gray w/Black Grille (Paintable Housing) ; Emergency Call Station -+ Solar Powered
or:ﬁ;)walz e 'VIP_402A-EE_IC Talkback........ VIP-431A-DS-IC E - Loud Paging Horn for Large Areas \(,:\;lirl':rilera r‘lm
Talkback . ... VIP-422A-EC-IC ‘ ; surfaceDrPo,eMauntVYFl)P-ggg(A)?_-Em_:E . gGILTE 4 Markc
1x2 Lay-In Ceiling Speaker . P> Flush Mount 77 LongLinebrtender...VIP-9890AL-EM-  Colors and Markings
> w/Integral Backbox/Bridge » SI P Va ndaI'ReS|Sta nt Wall Speaker/DigitaI Clock . ; f\;l;|:l43mtons
One-Way VIP-401A-IC . Gray w/Black Grille (Paintable Housing) SIP Call Station En’1ergency A
Talkback VIP-421A-IC ?:refaacl:t\‘ll ci!:;:aker Corridor One-Way VIP-412A-DF-IC > SIP Vandal-Resistant call Tower........\'E-9811-IC 3
European 100mm x 600mm Version: One-W VIP-9815AL-IC Talkback ... VIP-432A-DF-IC Call station 3
One-Way....... VIP-401A-EC-IC ne-way............vViF- 3 « Door Relay Connection N )
Talkback ... VIP-421A-EC-IC : Ea” BETtO“E ond |
- Long Line Extender . . .
« Surface Mount Steel Enclosure H;:IﬁPomGts Avallzlglf '.'"IRe‘{étBluf’ S
SI P Horns + Stainless Steel Faceplate Ce”‘;W’ ra;l'an i aimn es.st eet -I-
surface or Pole Mount VVIP-9890AL-CB-1C aitior configuration assistance. A
N
SIP Doorplate Speakers C
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« Relay Contact for Door Unlock Excellent Choice for Podiums,
« Call Button & LED Building Entry Management,
. . Parking Lot A
SIP Horns SIP FlexHorns SIP Vandal-Resistant ot e s
> 5-Watt |P‘F|eXHanmw/Long LineExtgnderUp to 1200 ft. :/Lr?tir;'cgomy > siP IntercomlDoorpIate Speaker
One-Way....... VIP-130AL-IC Available in Beige-BGE, Gray-GY, or White-I g _
One-Way  _____ VIP-480AL-IC VIP-172AL-ST-IC Brushed stainless teel
Talkback Talkback  VIP-490AL-IC > [ Angled SurfaceMownt VIP-172ALBRASSAC srass
Talkback.... ... VIP-148AL-IC » SIP Vandal-Resistant Intercom/Doorplate Speaker
Marine IP Surface Mount VIP-172AL-VRSS-IC 16 Gauge Stainless Steel
> 5-Watt P> IP Square Surface Mount Faceplate > Unit VIP-580A-IC et e
One-Way ... VIP-130AL-M-IC One-Way............ VIP-9880A-IC }SIP Intercom/Doorplate Speaker

w/Long Line Extender Up to 1200 ft.
Available in Beige-BGE, Gray-GY, or Marine White-M

VIP-176-1C Brushed Stainless Steel




