Technical Specifications

V-1096 Audio Interface

e Connects the Message/Page Panel to Valcom one-way

amplified speakers and horns

e Connects the Message/Page Panel to Valcom ACS

page controls

Description:
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Connects the V-9908 to
Valcom speakers/horns and

page controls

The Valcom V-1096 Audio Interface that is used to communicate to your gateway system that a
microphone audio input is used to connect the V-9908, microphones and to any Valcom one-way
amplified speakers, horns or to Valcom ACS page controls.

SPECIFICATIONS

CONNECTIONS
Connects the V-9908 to Valcom speakers/horns
and ACS page controls

ARCHITECTS AND ENGINEERS

DIMENSIONS AND WEIGHT
1.75in H x 3.75in W x 1.25in D
(4.45cm x 92.53cm x 3.20cm)
Weight: O .50Ibs (0.23kg)
Shipping Weight: 2.00Ibs (0.90kg)

The Audio Interface, model V-1096, shall be used to connect the
V-9908 Message/Page Panel to Valcom one-way amplified speakers
and horns and to Valcom ACS page controls. .

The maximum dimensions shall be: 1.75in H x 3.75in W x 1.25in D

SALES@VALCOM.COM

(4.45cm x 9.53cm x 3.20cm). Weight shall be approximately: 0.501bs
(0.23kg).

Warranty information may be found on our website at www.valcom.
com/warranty.
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