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• Talkback speaker
• Utilizes standard CAT 3, 5, or 6 cable
• Call Button with “CALL” in Braillel
• Screw terminals for all connections
• Durable gray plastic
• Indoor/outdoor use

V-1074  Intercom DoorPlate Speaker

SPECIFICATIONS
SPEAKER ELEMENT
Voice Coil Impedance: 45 Ohms

CALL SWITCH
Single pole momentary contact 

ENVIRONMENT
Suitable for indoor or outdoor 

HOUSING AND FINISH
Gray plastic housing l

DIMENSIONS AND WEIGHT
5.50in H x 4.00in W x 1.13in D
(13.97cm x 10.16cm x 2.87cm) 
Weight: 0.50lbs (0.23kg)  
Shipping Weight: 4.40lbs (1.98kg) 

MOUNTING
Surface mounting directly to wall or to a single gang 
electrical box

Description:
The V-1074 Intercom Doorplate Speaker is a durable gray plastic doorplate speaker with call button. 
The unit provides handsfree talkback capability from an outside entry or doorway when used with 
the Valcom Door Entry Intercom Systems. The unit features a 2-inch speaker and corrosion resistant 
hardware.

Talkback 
Surface mount 

The Intercom DoorPlate Speaker, model V-1074, shall consist of a 2in 
speaker and corrosion-resistant hardware,. The V-1074 shall  have a 
call button for signaling. .

The V-1074 Intercom DoorPlate Speaker shall be a speaker assembly 
for use with handsfree talkback control units. It shall have a voice 
coil rating of 45 Ohms.

The V-1074 Intercom DoorPlate Speaker shall be constructed of gray 
plastic. The V-1074 shall be surface mounted with the two screws 

provided or mounted in a single-gang electrical box. The V-1074 
shall be suitable for indoor/outdoor applications.

The maximum dimensions shall be: 4.50in H x 4.50in W x 1.30in D
(11.43cm x 11.43cm x 3.30cm). Weight shall be approximately: 
1.50lbs (0.63kg).

Warranty information may be found on our website at www.valcom. 
com/warranty.
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