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•	 3.5mm connection 
•	 RCA connection
•	 Convenient screw terminal connectivity to UTP wiring
•	 Passive stereo to mono for line level audio sources
•	 Easy installation
•	 Indoor use

V-9130-W  Remote Input Module

SPECIFICATIONS

AUDIO INPUT
Input level: -10dBm

MOUNTING
Mounts in a single gang electrical box using two 
screws

ENVIRONMENT
Temperature: 32 to 104ºF (-20 to +55ºC)
Humidity: 0 to 85% non-precipitating

HOUSING AND FINISH
Plastic with white finish 

DIMENSIONS AND WEIGHT
4.13in H x 1.63in W x 1.13in D
(10.48cm x 4.13cm x 2.86cm) 
Weight: 1.00lbs (0.45kg) 
Shipping Weight: 2.30lbs (1.04kg) 

Description:
The V-9130-W Remote Input Module provides passive stereo to mono for line level audio sources and 
features both RCA and 3.5mm stereo headphone jack connections. The V-9130-W is an ideal solution 
for conference and meeting rooms.

Play stereo input  
over mono output. 

The Remote Input Module, model V-9130-W, shall be a single gang 
audio source interface. The V-9130-W shall provide passive channel 
mixing for line level audio sources and shall feature both RCA and 
3.5mm stereo headphone jack connection options.

The V-9130-W Remote Input Module shall be constructed of white 
plastic. The V-9130-W mounts in a single gang electrical box and 

shall be suitable for indoor applications. 

The maximum dimensions shall be: 4.13in H x 1.63in W x 1.13in D
(10.48cm x 4.13cm x 2.86cm) . Weight shall be approximately: 
1.00lbs (0.45kg). 

Warranty information may be found on our website at www.valcom. 
com/warranty.
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