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• Optimal protection for FlexHorns™
• Stainless steel 
• Vandal-resistant
• Indoor use

V-9805/V-9806  Vandal-Resistant Enclosure 

SPECIFICATIONS

HOUSING AND FINISH
Stainless steel

MOUNTING
Recessed

DIMENSIONS AND WEIGHT
8.50in H x 11.00in W x 4.00in D
(21.59cm x 27.94cm x 10.16cm) 
Weight: 7.50lbs (3.40kg) 
Shipping Weight: 8.50lbs (3.83kg) 
Faceplate (only)
8.50in H x 11.00in W
(21.59cm x 27.94cm) 
Weight: 2.00lbs (.90kg) 
Shipping Weight: 4.80lbs (2.16kg) 

Description:
The V-9805/V-9806 Vandal-Resistant Enclosure and Faceplate provides protection for Valcom’s 
FlexHorns in gymnasiums and other areas that are vulnerable to damage. FlexHorn is not included. 

V-9805 
Faceplate & Enclosure

The Vandal-Resistant Enclosure and Faceplate, model V-9805, shall 
consist of an enclosure, faceplate and non-loosening screws. The 
Vandal-Resistant Faceplate, model V-9806, shall consist of a faceplate 
and non-loosening screws. The V-9805/V-9806 shall provide a 
virtually indestructible, recess mounting for Valcom’s FlexHorns. 

The V-9805/V-9806 shall be constructed of stainless steel. The 
V-9805/V-9806 shall be suitable for indoor applications.

The V-9805 maximum dimensions shall be: 8.50in H x 11.00in 
W x 4.00in D (21.59cm x 27.94cm x 10.16cm). Weight shall be 
approximately: 7.50lbs (3.40kg). The V-9806 (faceplate only) 
maximum dimensions shall be: 8.50in H x 11.00in W (21.59cm x 
27.94cm). Weight shall be approximately: 2.00lbs (0.90kg). 

Warranty information may be found on our website at www.valcom. 
com/warranty.

ARCHITECTS AND ENGINEERS

V-9806 
Faceplate (only)


